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Key Specifications

Working Temperature Range: Ambient +5 to 70°C

Maximum Fluid Temperature: 70°C
Cooling Capacity: 4000 W based on 11°C AT (water)

Reservoir Capacity: 11 gallons/4.2 liters

Overall Dimensions 20.5x15x 22.3"
(L x W xH): 52 x381x56.6cm

Features:

+ An economical cooling solution for applications where
cooling fluid temperature is higher than ambient and
temperature control is not required

* Quiet liquid-to-air cooling
+ Positive displacement or turbine pump
* Built-in low liquid level indicator

Front-mounted gauge lets you check process pressure at a glance.
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Chillers and Coolers | Chillers | Recirculating

Key Specifications

Working Temperature Range: Facility water +10° to 60°C
Maximum Process Temperature: 60°C

Temperature Stability: +0.4°C

Cooling Capacity: 10,000 W based on 10°C AT!
Reservoir Capacity: 11 gallons/4.2 liters

Overall Dimensions 27.6 x14.5 x 22.6"
(L x W xH): 70.2 x 36.8 x 57.5cm

Features:

* Protects precision equipment from facility water
contaminants

* Quiet, energy efficient liquid-to-liquid heat removal

* Displays temperature and pressure or flow rate
information

* Built-in temperature and low flow alarms

Extra large digital readouts provide at a glance access to
temperature as well as process pressure or flow rate information.
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