
COMBINED REFRIGERATOR 
PHARMACY

+2°+15°/+2°+15°C  FROM 150/150 TO 700/700 LT.

FP/2 MODELS

STRUCTURE

External structure in hot-dip galvanized steel, anti-corrosion treated and PVC film coated.
Scotch-Brite stainless steel internal structure.
INSULATION

60mm insulation obtained by injection of high density ecological polyurethane CFC-free
foam for excellent product preservation and energy saving.
DOOR

Two self-closing glass doors (double insulating – low emissivity glass) for both refrigerator
compartments. Folding magnetic gasket (easy to replace) on four sides for perfect
closing. Right hand opening or left hand on request. Lock with key.
SHELVES

Scotch-Brite stainless steel shelves, removable and adjustable in height in both compartments.
LIGHT

LED light (energy saving up to 70%, ecological) with automatic switch at door opening
in both compartments. Manual switch on control panel.
TEMPERATURE RANGE

Upper compartment: between +2°C and +15°C. Factory preset to +4°C. 
Lower compartment: between +2°C and +15°C. Factory preset to +4°C.
Digital adjustable temperatures with an increment of 0.1°C.
REFRIGERATION SYSTEM

Two separate completely sealed, silent and highly efficient hermetic compressors and
ventilated air condensers (suitable also for tropical countries). Forced-air cooling system
in both compartments conceived to achieve maximum temperature uniformity and
stability inside the refrigerator even in case of frequent door openings.
Evaporator fan shuts off during door openings. CFC-free refrigerant R404a or CFC/
HCFC-free natural refrigerant R290 on request.
DEFROSTING

Fully automatic defrosting cycle in both compartments.
CONTROL PANEL AND ALARMS

Microprocessor control panel with colour 4.3” LCD touch screen and keys.
Display with 0.1°C resolution. Temperature monitoring detected by two independent
PT1000 probes. Real time temperature graph (to be activated by user).
Optional humidity sensor. RS232/RS 485 port. Digital calibration of probe. 
Visual and audible alarms of high and low temperature (by means of independent probe),
open door, condenser efficiency, damaged probes, power failure at electricity recovery,
power failure with recording of data and alarms (by means of optional back-up battery),
damaged or flat battery. Memory of latest alarms visible on display.
DATA LOGGER

Two data loggers to record temperatures and alarms in both compartments.
Download data on USB pen drive. 

OPTIONAL ACCESSORIES

• Scotch-Brite stainless steel sliding drawers (see table)
• Kit of dividers for drawer
• Additional shelf
• Smooth shelf with borders
• Weekly temperature chart recorder
• Back-up battery
• GSM alarm to send SMS alarm messages to mobile phones
• LAN port to connect the appliance via ethernet on PC 
• Digital humidity sensor
• Test hole (Ø 25 mm)
• DIN 58345 conformity
• Electric digital key lock
• Power supply 115V/60Hz

STANDARD

• Shelves
• Castors with frontal brakes
• Two power cords with Schüko type plug or British type plug
• Protection fuses
     (on power switch and electronic mainboard)
• RFI filter
• Password protected power switch and settings
• Two microprocessors to monitor temperatures
• Remote contacts (dry, volt-free) for alarm
•  Two data loggers with USB port
• Memory of latest alarms visible on screen

3938



Capacity (LT) Upper comp.        150           350              300                700

Capacity (LT) Lower comp.        150           350              300                700

Factory set       +4 / +4        +4 / +4          +4 / +4             +4 / +4

 Temp. range (°C)            +2 / +15  +2 / +15       +2 / +15  +2 / +15 +2 / +15  +2 / +15    +2 / +15  +2 / +15

 Cooling type             Forced air cooling      Forced air cooling       Forced air cooling      Forced air cooling

 Defrost                                Automatic    Automatic       Automatic          Automatic

 CFC-Free Refrigerant gas            R404a or R290             R404a or R290            R404a or R290      R404a or R290

 Noise level (db)        <50          <50             <52               <52

 High/Low temperature        √             √                √                   √

 Open door          √             √                √                   √

Condenser efficiency         √             √                √                   √

Damaged sensor          √             √                √                   √

 Power failure    optional       optional         optional            optional

 Full recording memory          √             √                √                   √

SMS alarm message  optional      optional         optional            optional

 Password protected use          √             √                √                   √

 Remote alarm          √             √                √                   √

 Data logger          √             √                √                   √

 Humidity probe    optional       optional         optional            optiona

 RS232-RS485 serial port         √             √                √      √

 4-20 mA converter module          √             √                √      √

 Safety thermostat   optional       optional         optional            optional

MODEL                 FP30V/2  FP70V/2       FP60V/2  FP140V/2

TECHNICAL DATA

VISUAL AND AUDIBLE ALARMS

FUNCTIONS

 Drawer    max 3/3      max 3/3        max 6/6            max 7/7

 Kit of dividers for drawer             √             √                √                   √

 Additional shelf           √             √                √                   √

 Castors with frontal brakes            √             √                √                   √

 GSM module           √             √                √                   √

 LAN Port            √             √                √                   √

 Port hole            √             √                √                   √

 Electric Digital key lock                   √             √                √                   √

 Power supply 115V/60Hz            √             √                √                   √

 Temp. chart recorder                        √             √                √                   √

 Back-up battery           √             √                √                   √

OPTIONAL ACCESSORIES

External Dimensions/weight        600x600x2040-125    700x800x2040-168   1200x600x1830-198   1400x800x1990-220

 Packing Dimensions/weight
(carton box)                700x700x2200-139    750x850x2180-176   1400x700x2200-220   1500x900x2170-240

DIMENSIONS (WXDXH - MM)/KG

CERTIFICATION       CE               CE               CE   CE

 Supply voltage (V/Hz)          230/50-230/60             230/50-230/60            230/50-230/60           230/50-230/60

 Max absorbed current (W)  245/245       245/245         245/245           260/260

ELECTRICAL DATA

  Upper compartment 3 shelves      3 shelves        4 shelves           4 shelves

  Lower compartment 3 shelves      3 shelves        4 shelves           4 shelves

 CONTROL PANEL                         LCD TOUCH 4.3''                        LCD TOUCH 4.3''                  LCD TOUCH 4.3''            LCD TOUCH 4.3'' 
                  MICROPROCESSOR                        MICROPROCESSOR                  MICROPROCESSOR            MICROPROCESSOR

INTERNAL EQUIPMENT
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